


Antenna

Antenna 
Mast

U-105 
Drive Unit

Support 
Mast

Seal

Optional TB-105 
Support Bearing

Optional 
Guy Wires
(3 places)

Antenna Mast
Support

TB-105

A N T E N N A R O TAT O R

Product & Application Information

P/N: ET-2819 1/10

CONTROL UNIT:

• Power Consumption ........................................68W @ 120 Vac, 60 Hz

• Output.................................................................18 Vac±5%

• Dimensions........................................................7”W x 5.875”D x 2.375”H

ROTATOR DRIVE UNIT:

• Range of Rotation.............................................360° + 5° - 0 (w/ Mechanical Stop)

• Rotation Time ....................................................70 Seconds

• Rotation Torque ................................................8 Ft.-Lbs.

• Vertical Load Capacity ....................................100 Lbs. (max.)

• Support Mast Size............................................1.125” - 2” Dia.

• Connecting Cable (Not Supplied) ..................20 AWG, 3-Conductor

• Weight (Drive plus Control Unit)....................10 Lbs.

SUPPORT BEARING:

• For use with U-105 and U-106 Antenna Rotators

• Provides extra support for U-105 and U-106 rotator drive unit bearings

• All ball bearing design

• Relieves wear and tear on rotator imposed by wind loads

• Weather-tight seal protects TB-105 Support Bearing
against the elements

• All mounting hardware supplied

• The optional TB-105 Support Bearing is available for use with
U-105 and U-106 Rotators when extra sturdy installation is desired*

*You must cut/remove the tab from the drive unit when using TB-105.
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